











Finninfra Infrared cabin - easy to place, easy to use

Finninfra of wood board and metal
The infrared rays in an infrared cabin warm your body where
needed. An infrored bath differs from the sauna in thol aspect
that the body is warmed up by means of the infrared wawes
istead of by the surrounding air as in the sauna, Please nole
that you must consult your doctor aboul any healih-reloted limi-
lation 1o using Infrared cabin. The infrared cabin is assembled
from a few light elemenits in a couple of hours. The placing of
an infrared cabin is very easy, because it needs no immediole
waler source.

Placing nearby a shower is recommended. The cabin

requires eleciricity, of course. The preparation time is shor, the
infrared cabin is ready fo be used after appr. 20 minules after i

l has been put on

The infra wave length of 4000 - 4500 mm is ideal fora
sofe sioy in a Logerholm Finninfra cabin. With this wave length
there are no risks involved and there is no couse lor deeplis-
sue-injury.

The glow on an infrared elemaent is visible when in action,
which prevents an unintentional conlact with the hot element.
An additional light is nol necessary os the infrared elements
give enough light for the cabin.

The Finninfra caobin warks on a plug- in bosis, which mokes
It very easy lo enjoy,

The Finninfra cabin, available in one size - for three persons
- Is made of palented wood board in combination with metal.
The siraight ports of the cabin walls ond the celling are wood

Control IRC Loudspeakers, 2 pcs
board, the curved corners are melal, The infrared heaters are

integrated info curved comers with a melal surface. The cobin - _ W walerprool, resisiant
frome and moulding are mohogony = 3 up fo 120°C
The Finninfra infrared cabin of wood board and metal is = . 0w
supplied with the conirol IRC . 3 B colour while
Infrared healers: IR400 LUX 400 + 35W - 4 pes. = m;e:aurernem
@16 cm
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Steam baths

The tropical climate

ROMA 2001 - Steam cabins

A perfect complement to the real souna, orin itself o perfect woy lo
experience fotal revitalisation as the Romans or Greeks did.

The cabins are made of B mm ocrylic sheet with ABS reinforce-
ment, 16 mm thick in sealing area. Colour: white. Venlilation is taken
care of with an air inlet underneath the door ond an adjustable air
outlet from the roof.

Every cabin includes all necessary fitings - steom outlets and
deflector (quanfity depends on cabin size), low voltage light wilh
matt glass globe, adjustable duct vent, base frame made of anodi-
zes aluminium profiles, and all other fixings. Cabin insulation, outer
wall focing and flooring are not included in delivery.

Installation requirements for a Roma 2001 steam cabins

B The floor must slope o a central drain with a level perimeter (liled
floors have proven 1o be o good choicel.
B Ventilotion leading to the outside.

Roma 2000

B 3 phase 400 V power requirement, Generotor + Control box
W Permanent cold water supply, 2 to 5 bar pressure. Waler freal- in cm, opprox.
ment systerm Is required in some hard water areas (highly rec- R-1 no 1o 20 55-30 + Roma I/l
ommended in commercial use). it ki 19 i s il
R-1il 210 210 210 55-60 + Roma 1/1i
B Flani room or free space for the steam generator, at mox, 5m A 0 70 o P
distance from the cabin. RV 210 210 210 £5.40 + Roma 1
B Steam pipes are nol included and should be fitted on sile, 55-60 + Roma 11

22 mm (1/2" stondard thread.
B Romao 2001 steam cabin needs to be ossembled from oulside

- ot least 60 cm gop all round must be available. Steam generator
.5530-5T140,3.4-14.0 kW
Control panel These steam generalars have been designed for domestic and
220x2 5080 mm {HxWxD| commercial use. The waler tank is made of corrosion resisiant steel
Romall and the heating elements are corrosion resistant and protecied by

Stenm conliolwith Hesmostol thermo-fuses. The generalors have water level and dry run profec-
and function selector, Adjustable fion, The built-in 25 min. fimer con be disabled if not needed, Pneu-
20, 50°C matic remofe on/off switch, seporaie 12 V signal light and some
other fechnical details showing the advanced lechnology.
The generalor is available in all general voltages and phases.

Roma Il

Steam control with thermostat,
limer

(120 min.) and function selector.
Adjusioble 20..50°C.

Steam generator
Cabir size {m|
ool | 34 L3-2,3
~S5o-41 | A7 2,5-50
~55-60 | &0 5,0-7.0
53577 | 77 7.0-10,0
~5T-90 | 9.5 10-12
~5T-120 | 12,0 12-15
15-18
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